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CAUTION

This manual contains ( on the last page ) the device declaration
of conformity

TO BE KEPT

Rev. 2 dated 05/05/2011
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ESTETIC ITALIA congratulates you for having chosen the DEEPWAVE
PLUSultrasound cavitation .

The ESTETIC ITALIA range of equipment places itself at the
highest standards,offering a state-of-the-art technology and a
guaranteed result.

This publication is intended for use as support
documentation

Not for sale

No part of this manual may be reproduced in any way without the
authorization from ESTETICITALIA.

Prepared by the Engineering Dept
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Information on Users manual

This document supplies information for the setting up and
correct use of the DEEPWAVE PLUS ultrasoundcavitation equipment
.

It is an indispensable reference guide for the user: it is
fundamental to carefully read the content of this manualbefore
installing and using the device and to always keep it at hand for
rapid consultation.

Failure to observe the instructions in this manual, in whole or
in part, may lead to malfunctions and damages tothe unit, resulting
in the warranty becoming void.

Only by carefully following the manufacturer instructions and
recommendation can users be sure to achieve thebest results and,
when necessary, fast and efficient technical assistance.

Typographic conventions

Certain parts of the manual are given particular emphasis by
underlining.

NOTE

Notes are used to highlight particularly important
information.

CAUTION

Caution messages are placed immediately before operations which,
if not followed correctly, may lead todamages to the unit and/or to
accessories.

! WARNING !

WARNING messages indicate operations or situations which, if
ignored or not followed correctly, may causeproblems to the
user.

The cavitation : DEEPWAVE PLUS

What is it

Cavitation is a phenomenon which consists in the formation of
bubbles full of steam ( or gas ) , which contractand expand inside
a liquid submitted to an intense ultrasound field .

These bubbles subsequently implode , producing a characteristic,
rather violent sound .

The ultrasound waves therefore determine the triggering of the
"ultrasound cavitation" phenomenon which, inthis case, takes place
in the tissues.

An ultrasound field during the propagation brings the pressure
to a point in the liquid

o beneath the voltage of the gasses dissolved in such liquid
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o or beneath the steam voltage of the treated liquid .

This determines a change in the phase ( liquid -> gas , in
this case ) , and the subsequent formation of bubblescontaining
steam .

When the pressure assumes a value lower to the liquid steam
voltage, there is, in fact, a "violent" developmentof steam in the
shape of minute bubbles.

Consequently, the ultrasound waves generate decompression waves
(or expansion) and compression waves atvery high speed, where there
are positive and negative pressures of high intensity which start
the cavitationphenomenon in the liquid being examined .

In the decompression phase (or expansion), a negative pressure
is created inside the liquid which determinesthe starting of a
multitude of gas bubbles.

Such bubbles continue to grow for the whole duration of the
decompression phase (or expansion).

Whereas, during the "ultrasound" compression phase, the high
pressure exercised on the generic bubble, startscompressing the
same until it determines the successive implosion, with consequent
release of energy impactwhich hits the surface "to be treated".

The collapse of the bubbles causes shock waves, that is,
pressure waves which can be extremely intense, ableto damage the
nearby structures and the more delicate ones (endothelial cells,
adipose cells) and not the moreresistant structures (connectives,
bone).

It has been evaluated that the pressure which generates from the
bursting of a gas bubble can "locally" reach the1000 atmospheres,
which confirms the fact that the pressures are highly intensive,
has previously emphasised.

The dynamic of the cavitation process is very similar to that of
the boiling process, however, there is adifference between the two
processes:

o in boiling - due to the increase of temperature - the steam
voltage rises until it exceeds the liquidpressure, creating a
bubble "mechanically" stable, because full of steam at the same
pressure as thesurrounding liquid

o whereas, in cavitation it is the liquid pressure to suddenly
decrease, whilst the steam temperature andpressure remain constant.
For this reason the cavitation "bubble" only resists until it exits
the area of lowhydrostatic pressure : as soon as it returns to a
quiet area of the fluid, the steam pressure is notsufficient to
contrast the hydrostatic pressure and the cavitation bubble
implodes immediately

However, the cavitation is a phenomenon hard to absolutely
circumscribe.

In fact, in general, a work frequency to obtain the best
cavitation does not exist.

A frequency interval exists, in correspondence of which, our
ultrasound cavitation device works relatively well.

This range can be identified in ( 30 70 ) KHz .

We can in fact ascertain that low frequency levels (38 KHz)
generate high cavitation energy, in that the bubblesare larger,
however, the distribution of the bubbles is well afar from an
"optimum" one, being very "localised" andtherefore not very
distributed.

But, if we also add a frequency sweep system, we are able to
further improve the cavitation distribution.

Which are the chemical-physical parameters which favour
cavitation ?

o ultrasound frequency,
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o loud sound signal,o liquid temperature,o steam pressureo
superficial voltage of the liquid mean.

The temperature has a noticeable influence on cavitation, as it
alters the steam voltage.

If the temperature increases, the highest steam voltage
facilitates the cavitation.

Action and effects

The effect of cavitation in the grease acts in the following
manner.

The effect of cavitation with the forming and implosion of the
generated gas bubbles, frees an energy impact

which contributes to the fragmentation of the grease globule
which characterises the unilocular adipocyte.As adipocyte cells
have membranes which are very fragile to the pressure created by
the generating, theenlargement and the subsequent implosion of the
micro-bubbles which form with cavitation, they brake
releasingeverything contained within the grease cells (the
adipocytes).

Therefore, the use of the cavitation effect generated by the
ultrasound separates the membrane of the adiposecells, reducing its
number.

As the content of the adipocyte is of a molecular consistency
lower respect to the same cells, it manages topenetrate and largely
be absorbed by the microcirculation (lymphatic circuit, that of the
sweat and the urine), forthis reason a lymphatic drainage treatment
should always be coupled to a cavitation treatment, in order to
helpthe body expel the grease in liquid form.

A simple gel, of a watery nature, is smeared on the body area to
be treated.With the use of the applicator on the treated area, the
adiposity is gently and progressively melted, and thendrained.

This action will give your skin a more toned, ripen and velvety
look, with a recording of an evident decrease incentimetres of the
treated area, already from the first treatments.

Application in aesthetic treatments

The number of treatments varies depending on the problems to be
treated. The beautician will be able toevaluate the different needs
after a careful anamnesis of the subject to be submitted to
treatments .

The equipment is able to reduce the circumference thanks to the
product effect of cavitation, caused by theultrasounds which work
at very low frequency: 38 KHz .

The use in aesthetic treatments

The use of DEEPWAVE PLUS is particularly indicated in men and
women :

- in the treatment of cellulite and adipose masses, diffused or
localised, present on male or female bodies- in the improvement of
tone and elasticity of the skin tissue;
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- in the progressive remodelling of the body profile;- in the
involvement of the adipose tissue, without damaging the nearby
tissues;- in completely eliminating pain, without the need of
rehabilitation after the treatment

DEEPWAVE PLUS comes on wheels, with support surface for all that
is needed by the operator, provided withan applicator, a 240 pixel
backlit lcd display, a treatment timer which can be programmed for
up to 30 minutes,and the possibility to program 100 treatments
either on the smart card or the internal memory.

The Italian design, purposely minimal, the easy transport and
the choice of colours, important but elegant, makethe Deep wave
plus an easy to use instrument, which fits well in any beautician
or medical/beautician context.

DEEPWAVE PLUS is equipped with an applicator which can have a
work area of choice, 18 cm or 30 cm, tobe able to work on all body
parts, from the smallest to the more widespread.

DEEPWAVE PLUS is also supplied with an integrated memory system
and a smart card, both programmable forpersonalised protocols, as
well as with a graphic LCD display which shows all the necessary
information and,with the use of a comfortable encoder, allows to
quickly select the current or the protocol to be supplied.

TREATMENT PROTOCOL

Depending on the type of problem to be solved, the operator will
have to choose the most adequate program byfollowing the programmes
table reported on page 12.

Preparing the client

The treatment room must have a comfortable temperature in order
to avoid shivers or muscular tremors.The client must be in as
comfortable position as possible; it is recommended, like in other
cases of physicaltreatment, to explain to the client, prior to
treatment, which sensation is to be expected.

Also ensure that you are aware and able to follow all
indications relating to safety .

PRELIMINARY TREATMENT PROTOCOL

ESTETIC ITALIA proposes the method to reduce, quickly and
without contraindications, the cellulite and adiposemasses, thanks
to the use of DEEPWAVE PLUS .

Before every body treatment, the use of the Bodyson 8 ultrasound
unit is recommended, with programmes (14,15 or 18) for 10
minutes.

Thanks to the generated waves, this treatment carries out an
initial disaggregating on the oedematous andfibrous tissue.

The use of the PRESSOMASS press-massage unit is subsequently
recommended, with programmes (7, 10 or22) for 10-15 minutes,
depending on the area to be treated.

These programmes have been purposely studied to open the
lymphatic ganglion, allowing the rapid drainageand easy disposal of
all disaggregated toxin.

This pre-treatment system will allow to deeply hit and
disaggregate the cellulite nodes, the fatness and theorange-like
skin.
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To obtain a further result on the widespread mass , it is
recommended during closing phase ( after Cavitation ) tosubmit the
subject to PRESSOMASS, for a 20 minute treatment.

On subjects with circumscribed mass ( maybe with culottes de
cheval or with small abdominal prominence ) it ispossible to
immediately proceed with the Cavitation treatment, followed by 20
minutes of the PRESSOMASStreatment.

IT IS RECOMMENDED TO HAVE THE CLIENT SIGN THE FOLLOWING
DECLARATION BEFORESTARTING THE DEEPWAVE PLUS TREATMENT CYCLE :

DEEPWAVE PLUS WOMAN - MAN PROGRAMMES

Nprogram Type of imperfection Area to betreated

Totaltreatmentduration

(min.)

Pulsating /continuous

mode

Power( % )

1 Mixed cellulite Arms 15 Pulsating 382 Mixed cellulite Abdomen
15 Continuous 503 Mixed cellulite Thigh - buttocks 24 Continuous
704 Mixed cellulite Calves 15 Pulsating 38

5 Edematous cellulite Arms 15 Pulsating 416 Edematous cellulite
Abdomen 15 Continuous 557 Edematous cellulite Thigh - buttocks 24
Continuous 708 Edematous cellulite Calves 15 Pulsating 41

9 Fibrous cellulite Arms 15 Pulsating 4510 Fibrous cellulite
Abdomen 15 Pulsating 6011 Fibrous cellulite Thigh - buttocks 24
Pulsating 7012 Fibrous cellulite Calves 15 Pulsating 45

13 Woman fat Arms 15 Pulsating 4014 Woman fat Abdomen - hips 20
Continuous 6015 Woman fat Thigh - buttocks 24 Continuous 6516 Woman
fat Calves 15 Continuous 40

17 Man fat Arms 15 Pulsating 4518 Man fat Abdomen - hips 20
Continuous 7019 Man fat Thigh - buttocks 24 Continuous 70

20 Man fat Calves 15 Continuous 45

DECLARATION OF RESPONSIBILITY

I, the undersigned .......................... declare, under my
responsibility that :

1. I am not allergic and/or sensitive to
substances/cosmetics

2. I am not pregnant or suspect to be

3. I do not have non visible metal prosthesis

4. I do not suffer from serious diabetes

5. I am not wearing a pace maker

6. I do not suffer from serious cardiopathy

7. I am not epileptic

8. do not suffer from serious hypertension

9. I do not have any form of cancer

10. I do not have acute tissue inflammations

11. I do not have neurological complaints

12. I do not suffer from renal insufficiency

13. I do not have serious alterations of hepatic functions

14. I do not have high levels of hereditary triglyceride, or
absorbed a high degree

15. I do not have "infected" "traumatised" derma/ epidermis

16. I do not currently have a fever

17. I do not have serious contagious illnesses "ex.
Tuberculosis"

18. I do not have scleroderma

19. I do not have moles

20. I have been informed of the indications and
contraindications of the DEEPWAVE PLUS

treatment

Date . SIGNATURE
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When using 2 hand pieces contemporarily on the same person (not
in abdomen!) the treatmentduration can be half of the time.
SUGGESTIONS :To avoid incorrect applications, it is warmly
recommended to have the subject being submitted for
abdominaltreatment, to lie on the side,

Apply the gel and pass the applicator on the area to be treated,
being careful not to use it directly in the directionof the organs,
but lift-pinching the tissue with the other hand.

It is recommended to start from the hips towards the navel by
applying a slight pressure and circular movements.

For the treatment of the hips, it is recommended to move from
the back towards the abdomen, and vice-versa,by lifting the tissue
with the other hand, to accompany it towards the applicator.

For the buttocks area and inside thighs, after having the client
lie on his/her back, lean the applicator and workwith slight
pressure and circular movements, from the outside towards the
centre of the buttock.

Proceed to the inside thigh, with circular movements from the
knee towards the buttock fold.

DEEPWAVE PLUS can be used in pulsating or continuous mode.

The pulsating mode is recommended on subjects with adipose mass
or fibrous cellulite, compact localised,whereas the continuous mode
is recommended on subjects with adipose mass or widespread
cellulite.

In case the subject being treated heard an uncomfortable sound,
lower the power supplied.

The gel must never dry up during treatment

At the end of the treatment, remove the residual gel with a
sponge dampened in hot water, drying immediately

after.

DURATION AND COSTS OF TREATMENTA weekly treatment for 8/12 weeks
is recommended depending on the problem.

-the treatment cost varies from 80 to 250 euro for each single
treatment .

The above-said treatment duration is purely indicative.Only the
operator will be able to evaluate and recommend the number of
treatments and duration of eachsingle treatment.
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IDEAL USE

After having applied the cable for connecting the adaptors to
the appropriate connector, insert the power pluginto the wall
socket (230 Vac) and activate the unit by switching the main ON/OFF
switch on the back panel to"ON".

This will turn on the DEEPWAVE PLUS unit and the backlit LCD
display will light up, meaning that the device isready for use.

The LCD display will light up showing the logo:

Fig.1

Press the encoder to access the initial screen

Fig. 2
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SETTINGS TO START A TREATMENT WITH DEEPWAVE PLUSEDITING THE
SETTINGS

Press "settings" from the initial screen

Fig.3

By rotating the Encoder handle the function is selected, by
pressing the handle the choice is confirmed.

The page also shows the version of the software currently
installed on the unit.

DISPLAY

Fig.4

By rotating the Encoder handle the function is selected, by
pressing the handle the choice is confirmed.

To memorise the combination best suited to the environment
visibility conditions, press the SAVE key, otherwisepress the EXIT
key to return to the previous page.
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DEFAULT

Fig.5

Enables to set the parameters for a standard treatment, more
frequently used, immediately usable with the "FreeProcedure"
function.

By rotating the Encoder handle the parameter to be edited is
selected, by pressing the handle the choice isconfirmed.Below are
the operative ranges of the parameters which can be edited in the
default window:

o DURATION : ( 1 30 ) minuteso POWER : ( 0 100 ) %o PULSATING :
( 10 100 ) %

The percentage value with which the PULSATING mode is defined
represents the action time percentagerespect to the whole duration
of the operative cycle (1/100 seconds).

Therefore, 100% means continuous action, whereas 50% attributes
equal time value to the action phase andsubsequent pause .

VARIOUS

Personalises or switches off the sound of the sound advisor to
adapt it to the operator preferences.

It also enables to display the space available for the
programmes on the smart-Card or io the user memory, andto carry out
the relative formatting

If the smart-card is not inserted, the following screen will
appear (see fig. 6), relating to the user memory :
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Fig. 6

otherwise the following screen will appear ( see fig. 7 ) ,
relating to the smart-card :

Fig.7

CAUTION

It is recommended to format the user memory before usingthe
unit, so that the same is available the moment the operator wishes
tosave his/her own personalised programmes.

CAUTION

It is recommended to format the smart-card memory before
usingthe unit, so that the same is available the moment the
operator wishes to

save his/her own personalised programmes.

The formatting of the smart-card is to be carried out when
inserting a new Card which has never been used .
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The "Format Card" function can also be used to delete it
completely, making it available, for example, to be usedon a
different device .

Operator confirmation is requested to avoid accidental
deletions.To format the smart-card follow indications on page
27.

TEST

Enables to verify that the applicator is correctly connected to
the respective output channel and effectively emitswaves for
ultrasound cavitation.

Whenever the applicator is effectively connected to the unit,
the following screen appears (see fig. 8):

Fig. 8

the following screen appears whenever the applicator is not
connected ( see fig. 9):
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Fig. 9

LANGUAGE

To choose the language in which all messages and unit controls
will be written, select by rotating the Encoderhandle and press to
activate the new language .

Fig. 10

After a short wait for the new dictionary to be loaded, the menu
with the new language will appear .

It is possible to repeat the procedure at any time in order to
edit the language again .
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TO START AN ALREADY MEMORISED TREATMENT

By pressing the PROGRAMMES IN MEMORY button, the treatment
program amongst those pre-set, containedon the unit inside memory
(fig. 11), can be chosen. These programmes cannot be edited nor
deleted.

However, the DEEPWAVE PLUS ultrasound cavitation device disposes
of two other memory supports, which :

o a resident user memoryo a memory on smart-card, which enables
the "portability" of the programmes

on which it is possible to save personalised programmes by the
operator carrying out the treatments.

By pressing the PROGRAMMES IN MEMORY button from the main menu,
the following screen appearsrelating to treatments for woman( Fig.
11 ) :

Fig.11
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If a treatment for man is required, by pressing the MAN
PROGRAMMES button (see fig. 10), the maleprogrammes screen is
loaded (see fig. 12) :

Fig. 12

N.B. DEEPWAVE PLUS is equipped with 2 independent outputs, in
order to make contemporary treatmentson the same person or on two
different people. If you want to use both hand pieces during the
same treatmentyou must follow the following steps:-after choosing
the desired program, push Channel 2, in order to set the parameters
for the second channel,and push start to begin the treatment. Then,
push channel 1 in order to come back to the previous screenand push
start to activate the first channel, too..

TO PERSONALISE A TREATMENT (ON USER MEMORY)

It is possible to personalise a program and save it on the user
memory by following these simple steps :

1. By pressing the "PERSONALISE" key from the initial
screen,

Fig. 132. Press the "EDIT" key3. Use the encoder to select and
memorise the parameters: name, duration, power, and treatment
mode.
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Fig. 14

4. Press the "SAVE" key to save the program in the user
folder.

Fig. 15

TO PERSONALISE A TREATMENT (ON SMART CARD)

It is possible to personalise a program and save it on to the
smart-card by following these simple steps :

5. By pressing the "PERSONALISE" key from the initial
screen,

Fig. 16
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6. Press the "MODIFY" key7. Use the encoder to select and
memorise the parameters: name, duration, power, and treatment
mode.

Fig. 17

8. Press the "SAVE" key to save the program in the smart-card
folder.

Fig. 18

By pressing the CARD button, the personalised programmes saved
on the user or smart-card memory, whichhave been created with the
"PERSONALISE" function, are selected.

Fig. 19
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Fig. 20

With the "Delete" function it is possible to delete the selected
program from the Smart-Card (see fig. 20) or fromthe user memory
(see fig. 19), to make room for new programmes.

Operator confirmation is requested to avoid accidental deletions
(see fig. 20).

Fig. 20

By pressing the function key relating to the CANCEL button, the
operation is cancelled, and the original screenappears again.

Whereas, by pressing the function key relating to the DELETE
button, the operation is confirmed, as the screenof fig. 21 is
loaded, which shows the process of the delete operation
progression.

Fig. 21
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Once selected the personalised program purposely created by one
of the two memory supports available, thefollowing page appears by
pressing the Encoder handle ( see fig. 22 ) :

Fig.22

The channel already carrying out a treatment will not be
available for a new treatment until the treatment underway is
completed.

It is possible to edit any parameter.

Once the window relating to the chosen program appears on the
display, it can be started by simply pressing theSTART key.

The following screen will appear ( see fig. 23) :

Fig. 23

Fig. 24 shows the scrolling of the duration whilst the treatment
is being carried out.
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Fig. 24

CAUTION

It is very important, for the correct outcome of the
application, to work so that the emitting head adheres well toall
points of the treatment area, in order to avoid, as much as
possible, the presence or permanence of air

bubbles which would reflect part of the radiated energy, causing
a skin overheating effect to areas with scarcecontact.

CAUTION

In case of treatment with fixed radiated head, the power must be
reduced to avoid the painful sensation due tothe supply of energy
being concentrated in one point. The negative phenomenons,
connected to an excessivethermal effect, can be eliminated by using
the impulse treatment (pulsating), which allows to supply an
adequatepeak power without causing an excessive heating of the
treated area.

! WARNING !

Using cavitation ultrasound waves in the vicinity of a
short-wave or microwave treatmentdevice can cause instability in
the production of ultrasounds.

FORMATTING THE SMART CARD

To use the Smart-Card to create new personalised programmes or
to carry out those previously loaded by theoperators, it has to be
inserted in the slot situated at the back, as indicated in the
following figure:
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CAUTION

A new Smart-Card has to be initialised with the function Format
before being used.

IMPORTANT CAUTION

The SERVICE SMART CARD SETTING-US

MUST NEVER BE FORMATTED

as all memorised data, relating to the associated applicator,
would be lost.However, the EME srl Technical Assistance is able to
go back to

the frequencies of the applicator from the serial number.

Each Smart Card can contain up to 50 personalised programmes,
but it is possible to use it an infinite number oftimes, as the
card can be formatted by following the following steps:

1 . Press the "SETTINGS" button.1. With the encoder select
"VARIOUS",2. subsequently, select "FORMAT CARD", the following
screen will appear

Fig. 25

3. press FORMAT and wait a few seconds before returning to the
previous screen

GENERAL INFORMATION
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EME srl has recently developed a complete series of devices,
accessories and equipment designed and builtaccording to the
highest standards, applying the state-of-the-art technology, in
full compliance with the directivesand regulations in force.

Special attention has been devoted to design, user-friendliness,
functionality and safety.The result is a compact unit, equipped
with a modern line, able to offer an extremely logical operating
sequence,supported by an easy-to-read display.

The many possible aesthetic applications, together with the
client and operator safety warranty (the unit complieswith all
international standards), make the DEEPWAVE PLUS ultrasound
cavitation unit, a high quality unit.

Description of unit

The DEEPWAVE PLUS ultrasound cavitation unit is a device which
generates low frequency ultrasounds, andits focused action is used
with a particular technology, to improve the hypodermic tissue and
the microcirculationdefects.

This action, with a cavitation like mechanical effect, reduces
the adiposity of the tissue being treated andrestores the
circulation functions, in a comfortable and non-invasive
manner.

The DEEPWAVE PLUS ultrasound cavitation units present and
optimised control panel in function of thespecific sector they are
used in and of the type of operations to which they are
destined.

All operation parameters are controlled in real time by a
sophisticated electronic microprocessor circuit, with

clear representation and signal of the various functions, using
a backlit LCD display and specific sound signals.

CONTROL PANELThe unit front panel, with respective controls and
signals, is represented in fig. 26, together with their
respectivemeanings.
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.Fig. 26 : Front control panel

Meanings:

1. Name of unit

2. LCD Graphic Display3. Right side function buttons4. Left side
function buttons5. Output START button6. Encoder handle for:
selecting / confirming button7. STOP / PAUSE button

Buttons 3) and 4) have the function that is shown on the display
at any given time.
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PROGRAMMING PANEL

Fig.27, together with the respective meanings, represents the
programming panel.

Fig. 27 : Programming panel

Meanings:

1. Window to insert Smart Card2. Connector for serial
connection

POWER SUPPLY AND OUTPUT PANEL

Figures 28.1 and 28.2, together with the respective meanings,
show the panel containing the integrated powersupply module (main
switch, fuse box and connector for the network power cable) and the
output connections.

Fig. 28.1 : Power supply panel

Meanings:

1. Double-pole main ON/OFF switch2. Fuse box3. Three-pole (male)
socket for network power cable4. Ground terminal

Fig. 28.2 : Output panel
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Meanings:

5. Output connector6. Connector for touch-switch

IMPORTANT CAUTION

Never exchange the ultrasound cavitation applicators of a
unit

or of different units, between them, as every applicator emits
different frequencies

. These frequencies are pre-loaded

in the channel of the unit to which it is destined.
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CAUTION

Every applicator for ultrasound cavitation is associated to its
own SERVICE SMART CARD (white), which is

different from the memory SMART CARD on which the personalised
programmes are saved. The SERVICE SMART CARD can be recognised from
the SETTING-US label.

CAUTION

The SERVICE SMART CARD memorises the frequencies of its own
applicator

for ultrasound cavitation, which differ from applicator to
applicator.

CAUTION

The SETTING US SERVICE CARD will have to be used

only in case of using applicators different to that (or those)
provided.

CAUTION

The association of the APPLICATOR to the respective SETTING-US
CARD is shown by the last number on theapplicator label which has
to be the same as the one on the SETTING-US CARD.

Accessories

The unit is compatible with the following accessories :

n1 Applicator with emitting surface of 25 cm 2 ( provided )n1
Bottle of gel ( provided )n1 Applicator with emitting surface of 12
cm 2 ( provided )

The connection of the ultrasound applicator is very easy :
simply connect its cable to the unit, inserting it in
theappropriate connector on the back panel.

Unit set-upUNPACKING

The DEEPWAVE PLUS ultrasound cavitation unit comes packed and
prepared for shipping in a box filled withpacking filler and
designed for easy storage and safe transportation.

To unpack the unit, put the box on a flat, solid surface and
remove the polystyrene top. Carefully take out the unit.

The unit and its accessories are wrapped in protective sheets of
transparent polyethylene. The packing alsocontains:

Use Manual; n. 1 cable for network power supply; n. 2 spare
fuses (see technical features).
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Check the contents of the box.

If any item is missing, immediately contact your authorized EME
dealer.

CAUTION

Keep the original unit packaging : it has to be reused in case
of return shipments.

INSTALLING

The DEEPWAVE PLUS ultrasound cavitation units are easy to
install and do not require particular attention.

The recommended environmental features for installing DEEPWAVE
PLUS are as follows:- ambient temperature: from +10C to +40C;-
relative humidity: from 10% to 80%, with no condensate;- avoid
exposure to direct sunlight, chemical products and vibrations.

CAUTION

Do not use the DEEPWAVE PLUS unit in places where it might get
wet.

! WARNING !

DEEPWAVE PLUS UNIT IS GUARANTEED TO WORK CORRECTLY,RESPECTING
THE INSTALLATION AND USE INSTRUCTIONS INDICATED,ONLY WITH THE USE
OF ORIGINAL ACCESSORIES AND SPARE PARTS.

In case of problems or difficulties during installationcontact
EME srl Customer Service.

CAUTION

Do not use accessories other than the ones provided: they might
damagethe unit, causing the warranty to become void.

The back of the unit is fitted with an integrated module for
network power supply, consisting of a three-poleconnector for the
power cable, a removable fuse box with two fuses (see technical
features) and a double-polemain switch.

Connect the power cables three-pole female plug into the
integrated module and make sure it is perfectly insidethe
connector.
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! WARNING !

Before connecting the cable to the network plug, make sure the
unit has not beendamaged during transport and ensure the electric
energy supply features

on the available current socket, satisfy the data on the plate,
reported at the back of the unit.

! WARNING !

The electricity powering the unit is

VERY DANGEROUS.

Be sure the power cable is disconnected from the mains beforeyou
connect or disconnect it from the connector on the unit.

! WARNING !

DO NOT INSTALL the DEEPWAVE PLUS unit near heat sources,nor in
direct sunlight.

! WARNING !

For safety reasons, the power cable is supplied with a plug with
protective grounding.

Use only adequately grounded power sockets.

The unit must be connected only to power systems complying with
safety regulations.

If any extensions are necessary, make sure they are provided
with an efficient grounding protection conductor.

Failure to observe this recommendation may lead to the
accidental electrocutionof persons and affect the units
operation.

CAUTION

If using the same extension for the DEEPWAVE PLUS unit and other
units,make sure that the total current being absorbed by the
connected units, does not exceed the max current

allowed for that type of cable and that, however, it does not
exceed 15 A.
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Instructions for the installing environment

The room where the unit will be installed must be :

equipped with electric plant in compliance with the regulations
in force correctly screened and realised complying with safety
regulations correctly identified at the entrance, with visual
indications which highlight the type of units installed inside
controlled and access to it limited, correctly indicating the
authorised personnel who has access Also, no life-monitoring
devices must be present in the room

! WARNING !

This unit is not suitable for use with flammable liquids with
air and oxygen or with nitrogen protoxide, do not install in such
rooms.

! WARNING !

Avoid installing and/or leaving the unit near sources of
heat,exposed to rain, humidity, or where it might get wet.

For the safety of the client and the operator, the following
obligations must be respected:

Avoid using extensions Avoid using double or triple plugs
Position the DEEPWAVE PLUS cavitation unit with the air inlets away
from any wall by at least 20 cm Position the unit away from sources
of heat Position the power cables so as to avoid they are crushed
or stepped on Do not keep liquid containers near the unit

CAUTION

Before switching the unit on make sure that:

It is connected to a 220-240V 50 Hz current socket ( 110-120 V
60 Hz upon request )

Any air inlets are not totally or partially obstructed

The fuses are in their casing

MAINTENANCE

The DEEPWAVE PLUS ultrasound cavitation unit does not require
special maintenance, apart from a periodicservicing and cleaning of
the applicators, in order to assure the best operative conditions,
to guarantee an
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efficient treatment and safety of the person being treated.

! WARNING !

For safety reasons, before servicing or cleaning the unit

YOU MUST

turn off the rear main switch anddisconnect the power cable from
the mains..

To clean the outside of the unit only use a soft cloth dampened
in hot water, or a non-flammable, non-abrasive

liquid cleaning agent.

Clean the front control panel in the same way.

The applicators, and especially the treatment head, should be
regularly cleaned using water and denaturisedalcohol.

Store the applicators with care after every treatment
session.

For information on original accessories and spare parts please
contact EME srl authorised dealers.

CAUTION

Handle the applicators with care: any misuse may affect their
performance and features.

! WARNING !

Operators should be informed about the need to carry out
periodic maintenance on the applicators. In particular:

- inspect the treatment head for any cracks that might let in
the conducting fluid;

- make sure the applicators cables and connectors are in good
conditions.

CAUTION

The ultrasound cavitation applicators may be opened and/or
disassembled only by personnel authorized by EMEsrl. any

tampering will cause the immediate voiding of all warranty
rights, as well asdamaging the applicator.

CAUTION
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Do not use thinners, detergents, acid solutions, aggressive
solutions or flammable liquidsto clean the external parts of the
unit and accessories.Using these substances, or misusing the
accessories,will cause the immediate voiding of all warranty
rights

, as well as irreparably damaging the unit and the electrodes
.

Do not spray, nor pour liquids on the external container of the
DEEPWAVE PLUS units, nor on air vents.

Do not dip the unit in water.

Do not dip the applicators or cables in liquid solutions: their
immersion in such solutions will cause thedeterioration of the
electronic components and comprise the insulation of the electric
cables.

After cleaning the outside of the box, perfectly dry all parts
before starting the unit again.

Do not under any circumstances disassemble the unit in order to
clean it or inspect it: there is no need to cleanthe inside of the
DEEPWAVE PLUS units and, in any case, this operation must only be
carried out byspecialised personnel authorised by EME srl.

NOTE

For an ideal use of the unit and to guarantee the best
performance,we recommend to correctly carry out maintenance in the
times and with the prescribed methods.

Personnel training

DEEPWAVE PLUS is an ultrasound cavitation unit which works with
low frequency and is equipped with afocused action.

It takes advantage of the beneficial effects of the cavitation
action and is used for liposculpture (or lipoplastic)and for
restoring the microcirculation.

DEEPWAVE PLUS has been designed to guarantee direct action on
cellulite and adiposity

Immediate and evident results are guaranteed, both for the
reduction of adiposity in the treated areas, and forthe improvement
of the tissue and the microcirculation present in the treated
area.

The use of DEEPWAVE PLUS is reserved to operators who have been
professionally trained to carry outperfectly safe treatments.

MALFUNCTIONS

The units for the DEEPWAVE PLUS ultrasound cavitation treatments
have been designed and built adopting

state-of-the-art technologies, for a continuous efficient and
reliable use.
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However, if any malfunction should occur, we recommend
consulting the following guide before contacting anauthorized
service centre.

CAUTION

Access to the inside of the unit is allowed only to trained
personnel authorizedby the manufacturer.

For repairs or information please contact EME srlor an
authorized service centre.

! WARNING !

DO NOT OPEN the DEEPWAVE PLUS unit : the inside containsHIGH
VOLTAGE ELECTRICITY which can be DANGEROUS.

Should any of the following events occur, disconnect the unit
from the mains and contact EME srl customerservice:

the cable or the integrated rear power supply module are damaged
or show signs of wear; a liquid has penetrated inside the unit; the
unit was left in the rain.

ELECTROMAGNETIC INTERFERENCE

The DEEPWAVE PLUS ultrasound cavitation units have been designed
and built in compliance with EuropeanDirective 89/336/CEE on
ELECTROMAGNETIC COMPATIBILITY (EMC Directive) with the purpose of
providinga reasonable degree of protection against harmful
interferences in homes or health centres.

The CE marking on the unit guarantees the units conformity to
the directive.

All the necessary tests and measures were carried out in EMEs
Internal Lab for Tests, Measures and Trials(LPMC) and at
specialized external centres.

Upon request, customers have been allowed to view the EMC test
reports on the companys premises.

On the grounds of their operating principle, the DEEPWAVE PLUS
ultrasound cavitation units produce anacceptable amount of radio
frequency energy and have an adequate degree of immunity to
radiatingelectromagnetic fields. In these conditions, no
interferences can occur that are damaging for
radio-electriccommunications, electro-medical equipment used for
monitoring, diagnostics, treatments and surgery, officeequipment
such as computers, printers, photocopiers, fax devices, etc., and
for any other electric or electronicdevice used in those places,
provided they comply with the EMC Directive on
ELECTROMAGNETICCOMPATIBILITY.

However, in order to prevent any possible interferences,
cavitation ultrasound equipment should be used at asafe distance
from critical life-monitoring devices and treatments carried out on
subjects carrying pacemakersshould be performed with caution.
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REPLACING THE APPLICATOR PROVIDED

IMPORTANT CAUTION

This operation is necessary

exclusively

when an applicator provided on the unit has to be changed .

It is therefore required to use a different applicator, or to
activatea new applicator or from another unit of the same line.

For applicators provided, this operation must not be carried out
as the loadingof the frequencies is done in factory, during the
unit testing and verification phases.

This function allows to load the frequencies, the features of
every applicator, which differ from applicator toapplicator, inside
the units memory.

For this operation it is necessary to use the service CARD
countersigned with the SETTING-US label.

To load the frequencies of the desired applicator it is
necessary to insert the corresponding SETTING-USCARD with the unit
switched off .When switching the unit on, the loading window will
appear, positioned at top left (Fig. 29), which will confirm
theloading, the frequencies have been memorised .

Fig.29
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Subsequently switch off the unit, remove the SETTING-US service
CARD and keep it in a safe place. TROUBLESHOOTING

PROBLEM POSSIBLE CAUSE SOLUTIONPlug not completely inserted in
powersocket. Check plug and socket are working.

Power cable not completely inserted inthe unit connector.

Insert plug and cable completely into the unitconnector.

Power cable worn and cut. Replace power cable (or contact an EME
srlservice centre).

Power switch off. Turn power switch on.

Fuse or fuses damaged or blown. Replace missing, faulty or blown
fuse(s).

Neither the lights nor theLCD display on the frontpanel turn on:
the unitdoes not work.

Failure in electroniccontrol circuit. Contact an EME srl service
centre.

Some controls on thefront control panel arenot working
properly.

Faulty keys or buttons.Failure in electronic control circuit.
Contact an EME srl service centre.

Faulty connections in circuitoutput applied by operator.
Accurately check output connections.

Applicator cable cut or improperlyconnected.Output cable worn
and/or with faultycontacts.

Replace faulty applicator showing signs ofwear on head and
cable.

The unit does not emitultrasounds.

Failure in electroniccurrent generator circuit. Contact an EME
srl service centre.

Faulty connection on applicator outputcircuit.Applicator
piezoelectric transducerdamaged.

Carry out prescribed maintenance. Installand position unit as
described.Make sure applicator cable and connectorare in good
conditions.

Mechanical damages to applicator(following fall or violent
impact), inparticular to radiating head.

Make sure the radiating head adheresclosely to the part being
treated.

Loss of electric insulation ofpiezoelectric transducer
insideapplicator following unauthorisedopening of radiating
head.

Apply acoustic conducting gel.

The unit seems to workregularly, but treatmentis
significantlyless efficient.

Electronic circuit of ultrasonic generatorimproperly
calibrated.Possible fault in unit current generatorcircuit.

Contact an EME srl service centre.
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230 Vac, 50-60 Hz, 10%Power supply from mains115 Vac, 50-60 Hz,
10% *

Max. absorbed power 40 VA

230 Vac 630 mA Rit . - 5 x 20 mmDouble protection fuse on power
supply

115 Vac 1.6 A Rit . - 5 x 20 mm

Backlit LCD display for displaying and controllingoperation
parameters graphic 320 x 240 pixels

Hazard class I

Programmable treatment time up to 30 minutes

Applicator emission frequency 38 KHz 15%

Adjustable Duty Cycle 10% - 100%

Peak power 2 W / cm 2 20%

Output channels 1

Memorised protocols 20

Protocols which can be memorised on user memory 50

Protocols memorised on SMART-CARD 50

Wheeled container, external dimensions (width x height x depth)
42 x 168 x 92 cm

Unit weight 32 Kg

* on request

APPENDIXES

Appendix A

ENVIRONMENTAL PROTECTION

The DEEPWAVE PLUS ultrasound cavitation units, consistently with
the working and safety requirements, havebeen designed to have the
smallest possible negative impact on the environment.

Design criteria included minimizing waste, toxic materials,
noise, undesired radiations and energy consumption.Particular
efforts were put into optimizing the units performance for energy
saving purposes.
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This symbol means that the product should not be disposed of as
household waste.

When the time comes to discard the units, users should hand them
over to collection centres for the recycling ofelectric and
electronic equipment.

Appendix B

LABELS

Nameplate (on back of unit)

Label next to equipotential connection (grounding)
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Label indicating devices sensitive to electrostatic
shock,positioned near the connector for serial connection

Label applied on applicator, reporting its feature

INDICATIONS

DEEPWAVE PLUS us used to:

Reduce adipose panniculus, diffused and localised Improve the
tone and elasticity of the skin tissue Reduce cellulite Remodel the
body affected by mixed problems Reduce by centimetres the treated
area after every session

CONTRAINDICATIONS

Positioning the applicator near the cerebral region Positioning
around the thoracic region, especially near the Positioning near
the sensitive organs ( genitals, ovaries, head , etc. ) Positioning
near the ears and auditory canal Subjects using pacemakers or metal
prostheses Acute tissue inflammations Serious hypertension
Neurological complaints Serious heart conditions Renal
insufficiency

Serious alterations of hepatic functions High levels of
hereditary triglyceride, or absorbed a high degree
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"Infected" "traumatised" derma/ epidermis Fever Serious
contagious illnesses "ex. Tuberculosis"

Pregnancy Serious decompensate diabetes Scleroderma Moles Mycete
Treatment on central area of breasts

In case of doubt, consult a physician to have more detailed
information on the treatment to be followed.

! WARNING !

Do not use cell phones near electro-medical devices when they
arein use, as they may cause electromagnetic interferences.

CONCLUSIONS

As with every treatment, mechanical or manual, the
responsibility of eventual consequences on the subject beingtreated
is of the operator, who must be properly trained on the use of the
ESTETIC ITALIA units.

The Company is lifted from any responsibility, in case of
consequences and/or erroneous applications of the units,on the
treated subject.

In case of need, we invite the user to contact an ESTETIC ITALIA
authorised dealer.

WARRANTY

EME srl guarantees the quality of its units for a period of 24
months from the date of purchase, provided they areused in
accordance with the instructions contained in this manual.During
the warranty period, any faulty products will be repaired or
replaced by the manufacturer at its owndiscretion.

Units will not be replaced under any circumstances.

The warranty does not cover malfunctions or damages caused
by:

inappropriate positioning, installation and set-up; improper use
or use non conforming to the instructions contained in this manual;
improper or inadequate maintenance performed by user; operation non
conforming to the environmental requirements indicated for the
product; unauthorized opening of external casings; unauthorized
tampering and/or modifications;

using non-original spare parts.
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The warranty is effective free delivered at the establishment of
EME srl.

In case of return shipments follow the packing instructions
below.

Attach a copy of the purchase receipt.

Insuring the shipment is recommended.

We recommend consulting the chapters MAINTENANCE and
MALFUNCTIONS before returning the unit becauseof suspected
malfunctions. difficulties are often caused by inadequate
maintenance or technical hitches that canbe easily solved by the
user.

A simple phone call to EME srl Customer Service can provide
effective help in identifying and solving problems.

CAUTION

Customers shall be responsible for damages caused by inadequate
packing.When repacking, use the original packing material if
possible.

Instructions for packing and returning the unit:

disconnect the power cables and the cables connecting the
applicators, etc.; carefully clean and disinfect all the parts and
accessories that have been in contact with the client.

For obvious sanitary reasons protecting the health of technical
personnel (Directive concerning health in theworkplace, Law no. 626
dated 19 Sept.1994), any devices considered hygienically unsafe
will not beexamined by the acceptance staff ;

remove all accessories and any mechanical supports; use the
original box and packing materials; attach the Assistance Request
Form and state the causes for requesting an inspection, along with
the

problems or malfunctions observed. this information will be very
useful to our personnel and will considerablyshorten the time
required for repairs.
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TECHNICAL ASSISTANCE REQUEST FORM (rev. 0 dated 10/01/2007)(must
be completely filled in!)
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Rules and regulations for technical assistance:The goods will
have to be sent FREE PORT to our offices of VIA DEGLI ABETI, 88/1
61100 PESARO , complete with accessories necessary forworking. In
case the material is damaged, it will be returned to the sender out
of warranty, debiting the same with the transport expenses for
returningthe goods. The packing must be ideal for transporting
fragile material and all electronic devices must be packed in an
antistatic product.Necessary condition for the sending of the goods
is the sending of the present FORM completely filled in, to be
attached to theshipment, possibly together with a detailed
TECHNICAL REPORT .If not, we will not be able to solve the
problem.

Stamp and signature as acceptance of regulations Requested
date

_______________________________________ ____________

Eme s.r.l. Via degli Abeti, 88/1 61100 Pesaro PUTel.
+39-0721-400-791 Fax +39-0721-26-385www.eme-srl.com
[email protected]

DECLARATION OF CONFORMITY

The manufacturer EME s.r.l. via degli Abeti 88 / 1 - 61100
Pesaro (PU) ITALY

DECLARES UNDER ITS OWN RESPONSIBILITY THAT THE PRODUCT:

COMPANY CONTACT PERSON TEL

E-MAIL FAX

PRODUCT SERIALNUMBER

PURCHASE DATE

ENCOUNTERED FAULT APPROV.
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Unit for ultrasound cavitation treatments models :

DEEPWAVE DEEPWAVE PLUS

IS IN COMPLIANCE WITH THE FOLLOWING DIRECTIVES :

SAFETY OF ELECTRIC UNITS FOR AESTHETIC USE

regulations : CEI 62-39connected regulations : CEI 62-5 - CEI
62-24 - BT 73/23/CEE ( mod. 2006/95/CE )

ELECTROMAGNETIC COMPATIBILITYDirective CE 2004/108 - CEE 92/31
CE 2006/95

regulations : CEI 62-50 Electromagnetic emission conducted on
the power supply: EN 55011 group 2

class A ( CEI 110.6 ) Radiating electromagnetic emissions: EN
61000 4 1 Immunity to electromagnetic shock: EN 61000 4 2 Immunity
to radiating electromagnetic fields: EN 61000 4 3 Immunity to fast
transient:

(burst 5/50 msec on the power supply lines) EN 61000 4 4

IT IS ALSO DECLARED THAT THIS UNIT IS NOT DESTINED FOR MEDICAL
USE, IS CLASS I AND IS

DENOMINATED "ELECTRIC UNIT FOR AESTHETIC USE" (62/39- 10/1992
)

CE Mark for electromagnetic compatibility

Pesaro , 15-01-2008


	
8/10/2019 DEEPWAVE PLUS eng rev 2.pdf

46/46

DEEPWAVE PLUS

Via degli Abeti 88/1 61122 Pesaro Italy

Tel. +39.0721.400791 (6 lines) Fax
+39.0721.26385www.eme-srl.com
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