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 MAZDA (ADS100)
 MAZDA -PATS 5 CAN (ADS155)
 TRIBUTE 20062008 PATS5 ADC151 A ADC110-B
 1234 PRO AD100
 APPLICATIONS
 121 ALL PATS2 ADC151 A ADC110-B
 DEMIO ALL PATS2 ADC151 A ADC110-B
 B-SERIES (PICK UP) ALL PATS2 ADC151 A ADC110-B
 B-SERIES (PICK UP) ALL PCM ADC151 A ADC110-B
 TRIBUTE 20012005 PCM ADC151 A ADC110-B
 TRIBUTE 20062008 PATS4 ADC151 A ADC110-B
 B-SERIES (PICK UP) 20012006 PATS4 ADC151 A ADC110-B
 1234 PRO AD100
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 MAZDA 2 (Standard Key) ALL ADC151 A ADC110-B
 MAZDA 3 (Standard Key) ALL ADC151 A ADC110-B
 MAZDA 5 (Standard Key) ALL ADC151 A ADC110-B
 MAZDA 6 (Standard Key) ALL ADC151 A ADC110-B
 RX-8 (Standard Key) ALL ADC151 A ADC110-B
 CX-7 (Standard Key) ALL ADC151 A ADC110-B
 CX-9 (Standard Key) ALL ADC151 A ADC110-B
 1234 PRO AD100
 MAZDA CAN (ADS133)
 APPLICATIONS
 MAZDA 3 (PROX Key) 2008 ADC151 A ADC110-B
 MAZDA 3 (Standard Key) 2008 ADC151 A ADC110-B
 MAZDA 6 (PROX Key) 2008 ADC151 A ADC110-B
 MAZDA 6 (Standard Key) 2008 ADC151 A ADC110-B
 MAZDA CX9 (PROX Key) 2008 ADC151 A ADC110-B
 1234 PRO AD100
 MAZDA CAN/PROX (ADS162)
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 DIAGNOSTIC SOCKETS/PORTS
 MAZDA
 323 XEDOS
 626 PREMACY
 323 AIRTREK
 ALTENZA FAMILIA
 LANTIS RX-8
 MAZDA 5 MAZDA 2 & 3
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 DIAGNOSTIC SOCKETS/PORTS
 MAZDA
 CX7 MX5
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 SPECIAL FUNCTIONS
 MAZDA - PATS 4 CAN PROGRAM KEYS
 VEHICLE SELECTION
 + AUDI
 + CHRYSLER
 + FORD
 + GMUSA
 + HONDA
 + HYUNDAI
 VEHICLE SELECTION
 + AUS
 + EURO
 + USA
 VEHICLE SELECTION
 + PATS 3 CAN
 + PATS 4 CAN
 + PATS 1
 + PATS 2
 + PCM
 PRESS ENTER KEY
 ECU IDENTIFICATION
 PATS
 PRESS ENTER KEY
 DIAGNOSTIC MENU
 CLEAR PATS
 KEYS PROGRAMMED
 ADD KEY
 PRESS ENTER KEY
 PROGRAM KEYS
 DIAGNOSTIC MENU
 ECU IDENTIFICATION
 FAULT CODES
 SPECIAL FUNCTIONS
 PRESS ENTER KEY
 TIMED ACCESS
 CLEAR TIME 10:00
 KEYS PROGRAMMED : 2
 PRESS ENTER KEY
 CLEAR PATS KEY
 GAINING ACCESS
 TIME REQUIRED : 10:00
 TIME ELAPSED : 0:00
 ACCESS STATUS
 IN PROGRESS
 BACK TO ABOURT
 NOTE : AFTER THE SYSTEM HAS BEEN CLEARED .
 NOTE : INSERT FIRST KEY AND TURN IGNITION ON FOR 5 SEC-
 ONDS, THEN REMOVE AND INSERT THE SECOND KEY FOR 5 SEC-
 ONDS. REPEAT FIRST KEY AGAIN. THEN TEST KEYS.
 PROGRAM KEYS
 DISCONNECT TESTER
 FROM VEHICLE
 CYCLE KEYS
 TO PROGRAM
 ADD KEY
 DIAGNOSTIC MENU
 CLEAR PATS
 KEYS PROGRAMMED
 ADD KEY
 PRESS ENTER KEY
 TIMED ACCESS
 CLEAR TIME 10:00
 KEYS PROGRAMMED : 2
 PRESS ENTER KEY
 CLEAR PATS KEY
 GAINING ACCESS
 TIME REQUIRED : 10:00
 TIME ELAPSED : 0:00
 ACCESS STATUS
 IN PROGRESS
 BACK TO ABOURT
 KEY PROGRAMMED
 DISCONNECT TESTER
 FROM VEHICLE
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 SPECIAL FUNCTIONS
 MAZDA - PATS 5 CAN PROGRAM KEYS
 VEHICLE SELECTION
 + AUDI
 + CHRYSLER
 + FORD
 + GMUSA
 + HONDA
 + HYUNDAI
 VEHICLE SELECTION
 + AUS
 + EURO
 + USA
 VEHICLE SELECTION
 + PATS 4 CAN
 + PATS 5 CAN
 + PATS 1
 + PATS 2
 + PCM
 PRESS ENTER KEY
 ECU IDENTIFICATION
 PATS 5 CAN
 PRESS ENTER KEY
 DIAGNOSTIC MENU
 CLEAR PATS
 KEYS PROGRAMMED
 ADD KEY
 PRESS ENTER KEY
 PROGRAM KEYS
 DIAGNOSTIC MENU
 ECU IDENTIFICATION
 FAULT CODES
 SPECIAL FUNCTIONS
 PRESS ENTER KEY
 PPLEASE WAIT
 APPROX TIME : 10 : 00
 00 m 02 s
 PRESS ENTER KEY
 NOTE : AFTER THE SYSTEM HAS BEEN CLEARED .
 NOTE : INSERT FIRST KEY AND TURN IGNITION ON FOR 5 SEC-
 ONDS, THEN REMOVE AND INSERT THE SECOND KEY FOR 5 SEC-
 ONDS. REPEAT FIRST KEY AGAIN. THEN TEST KEYS.
 PROGRAM KEYS
 DISCONNECT TESTER
 FROM VEHICLE
 CYCLE KEYS
 TO PROGRAM
 ADD KEY
 DIAGNOSTIC MENU
 CLEAR PATS
 KEYS PROGRAMMED
 ADD KEY
 PRESS ENTER KEY
 PPLEASE WAIT
 APPROX TIME : 10 : 00
 00 m 02 s
 PRESS ENTER KEY
 SUCCESS
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 KEY PROGRAMMING
 MAZDA PATS 3 CAN (CODED)
 VEHICLE SELECTION
 + FORD
 + GM (USA)
 + GM / OPEL
 + HONDA / ACURA
 + HYUNDAI
 + MAZDA
 VEHICLE SELECTION
 MAZDA 2
 MAZDA 3
 MAZDA 6
 MAZDA CX7
 DIAGNOSTIC MENU
 ECU IDENTIFICATION
 FAULT CODES
 ACTUATORS
 > SPECIAL FUNCTIONS
 SPECIAL FUNCTIONS
 KEYS PROGRAMED 2
 PRESS ENTER KEY
 VEHICLE SELECTION
 98 > 04
 05 >
 SWITCH IGNITION ON
 PRESS ENTER KEY
 ECU IDENTIFICATION
 05 FOCUS PATS 3 CAN
 (P.C.M)
 PRESS ENTER KEY
 DIAGNOSTIC MENU
 CLEAR / ERASE PATS
 ADD KEY
 KEYS PROGRAMMED
 DIAGNOSTIC MENU
 CLEAR / ERASE PATS
 KEYS PROGRAMMED
 ADD KEY
 MIN KEYS REQUIRED: 2
 CODED ACCESS
 PRESS ENTER KEY
 IF THE FIRST CODE FAILS. THEN THE PROCEDURE NEEDS TO BE REPEATED UPTO 12 TIMES. BETWEEN EACH CODE DISCONNECT TESTER AND CYCLE IGNITION 6 TIMES,
 ACCESS GRANTED
 PROGRAM KEYS
 DISCONNECT TESTER
 FROM VEHICLE
 CYCLE KEYS TO PROGRAM
 CYCLE A MIN OF 2 KEYS.
 KEY PROGRAMMING KEY PROGRAMMING
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 KEY PROGRAMMING
 MAZDA CODE CONVERTER
 VEHICLE SELECTION
 MAZDA
 MITSUBISHI
 NISSAN
 TOYOTA
 SEAT
 VOLKSWAGEN
 VEHICLE SELECTION
 MAZDA 2
 MAZDA 3
 MAZDA 6
 MX5
 MAZDA RX8
 MAZDA CODE
 SPECIAL FUNCTIONS
 MAZDA CODE CONVERTER
 PRESS ENTER KEY
 SECURITY CODE
 1234567812345678
 NOTE : THE MAZDA CODE WILL ONLY CONVERT LUCAS TYPE IMMOBILISER UNITS AS SHOWN. THE NUMBER REQUIRED TO CON-VERT IS HIGHLIGHTED BELOW.
 SECURITY CODE
 _ _ _ _ _ _ _ _ _ _
 1 2 3 4 5
 6 7 8 9 0
 MAZDA MECS
 SER No.
 620-114-9030
 PIN CODE : 4658-2257
 PRESS ENTER KEY
 TO PROGRAM KEYS USING THIS CODE, FOLLOW PROCEDURE ON THE NEXT PAGE.
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 PROCEDURE FOR NO KEYS OR ONLY 1 PREPROGRAMMED KEY AND YOU NEED TO PROGRAM MORE KEYS Notes: a. You must have at least 2 keys to perform this procedure. If there are no pre-programmed keys, you will have to provide 2 new keys. If there is only one pre-programmed key, you will have to provide at least one more. b. You must use a factory key to program, you cannot use aftermarket keys for this procedure 1. Cut the mechanical cuts on each new transponder key. 2. Insert the first key and turn the ignition ON and then back to the OFF position 5 times. You must NOT leave the ig-
 nition in the ON position for more than 1 second. 3. Turn the key back to ON position and watch the flashing security light on the Dashboard. The light should flash rap-
 idly, 300 mS ON and 300mS OFF. 4. Within 20 seconds, turn the key to the LOCK position for 5 minutes. After 5 minutes the security light should de-
 crease in flashing to 1.2 seconds between flashes. 5. Within 20 seconds, enter the CODEWORD (Password). NOTE : SEE HOW TO ENTER CODEWORD under the Mazda
 code converter section. 6. When you have entered the codeword, the security light should remain ON and not flash. 7. The car should now start. Start the car and the security light should stay lit for between 1 and 2 seconds. 8. Within 20 seconds, remove the first key and insert the second key and start the car. The security light should stay
 lit for between 1 to 2 seconds. 9. Stop if you have no more keys, and wait 30 seconds for the car to exit programming mode. PROCEDURE FOR 2 OR MORE PREPROGRAMMED KEYS 1. Cut the mechanical cuts on each new transponder key. 2. Insert the first key and turn the ignition ON and then back to the OFF position 5 times. You must NOT leave the ig-
 nition in the ON position for more than 1 second. 3. Turn the first pre-programmed key back to the ON position, the security light should stay ON. 4. Turn the first key back to the LOCK position. 5. Insert the second pre-programmed key and start the car. The security light should stay lit for between 1 and 2 sec-
 onds. Turn back to the LOCK position and remove key. 6. Insert the first pre-programmed key and start the car. The security light should stay lit for between 1 and 2 sec-
 onds. Turn back to the LOCK position and remove key. 7. Insert the next pre-programmed key or a new key and start the car. The security light should stay lit for between 1
 and 2 seconds. Turn back to the LOCK position and remove key. Repeat for any further additional keys, up to 8 maximum in total.
 8. Stop if you have no more keys, and wait 30 seconds for the car to exit programming mode. HOW TO ENTER THE CODEWORD (PASSWORD) The Codeword can be obtained by inserting the serial number from the Immobiliser ECU into the Mazda Code program on the tester. The codeword is 8 digits. (For this procedure we will use : 23234223) 1. Before you start, the security light on the dash should be flashing on and off for 1.2 seconds each for ON and OFF. 2. Turn the ignition key to the ON position while the security light is not Illuminated. Count the illumination flashes 2
 times while the light is not illuminated and turn the key to the lock position. 3. Within 30 seconds of turning the key to the LOCK position, turn the ignition key to the ON position while the secu-
 rity light is not illuminated. Count the illumination flashes 3 times while the light is not illuminated and turn the key to the lock position.
 4 Within 30 seconds of turning the key to the LOCK position, turn the ignition key to the ON position while the secu-rity light is not illuminated. Count the illumination flashes 2 times while the light is not illuminated and turn the key to the lock position.
 5 Within 30 seconds of turning the key to the LOCK position, turn the ignition key to the ON position while the secu-rity light is not illuminated. Count the illumination flashes 3 times while the light is not illuminated and turn the key to the lock position.
 6. Within 30 seconds of turning the key to the LOCK position, turn the ignition key to the ON position while the secu-rity light is not illuminated. Count the illumination flashes 2 times while the light is not illuminated and turn the key to the lock position.
 7. Within 30 seconds of turning the key to the LOCK position, turn the ignition key to the ON position while the secu-rity light is not illuminated. Count the illumination flashes 3 times while the light is not illuminated and turn the key to the lock position.
 8. If you have entered the code correctly the security light will stop flashing and stay illuminated. If a mistake has been made, wait 45 seconds and try again.
 Notes: a. The ignition key should not be turned ON twice within one non illumination cycle. b. The ignition key should not be turned ON during an illumination cycle. c. The ignition key should not be turned to LOCK twice within one illumination cycle.
 KEY PROGRAMMING
 MAZDA CODE CONVERTER
 SPECIAL FUNCTIONS
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 REMOTE PROGRAMMING
 626 (95 TO 97) Mx-6 (95 TO 97) 1. Close all doors. 2. Open drivers door. 3. The following steps must be completed within 180 seconds - Insert ignition key & turn ON & back to LOCK position. Remove key. - Repeat 3 times. - Press & release driver’s courtesy light switch 3 times. - A single beep should be heard. If not repeat procedure from the start. 4. Complete each of the following steps within 15 sec of step 3. - Press any button of each remote twice. - A single beep should be heard after the first & second remote. - A double beep should be heard after the third remote. If not repeat procedure 5. Wait 15 seconds & ensure 4 beeps are heard. If not, repeat procedure. Notes: a. A maximum of 3 remotes can be programmed. b. Any existing remotes will need re-programming 626 (98 to 03) 1. Close all doors. 2. Open drivers door. 3. The following steps must be completed within 24 seconds - Insert ignition key & turn ON & back to LOCK position. Remove key. - Repeat 3 times. - Press & release driver’s courtesy light switch 3 times. - A single beep should be heard. If not, wait 40 sec & repeat procedure starting with the driver’s door open. 4. If only 1 remote is required: - Press any button twice. - A single beep should be heard. - Press any button twice. - A single beep should be heard. - Press any button twice. - A double beep should be heard. If not, repeat the procedure. 5. If 2 remotes are required: - Press any button twice on the first remote. - A single beep should be heard. - Press any button twice on the second remote. - A single beep should be heard. - Press any button twice on the second remote. - A double beep should be heard. If not, repeat the procedure. 6. If 3 remotes are required: - Press any button twice on the first remote. - A single beep should be heard. - Press any button twice on the second remote. - A single beep should be heard. - Press any button twice on the third remote. - A double beep should be heard. If not repeat the procedure. 7. Press & release driver’s courtesy light switch 3 times. - A double beep should be heard. If not wait 40 sec & repeat procedure starting with the driver’s door open. Notes: a. A maximum of 3 remotes can be programmed. b. Any existing remotes will need re-programming
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 REMOTE PROGRAMMING
 929 (94 to 95) Millenia (95 to 00) Procedure 1 (94 to 98) 1. Close all doors. 2. Open drivers door. 3. The following steps must be completed within 180 seconds - Insert ignition key & turn ON & back to LOCK position. Remove key. - Repeat 3 times. - Press & release driver’s courtesy light switch 3 times. - A single beep should be heard. If not, repeat procedure from the start. 4. If only 1 remote is required: - Press any button twice. - A single beep should be heard. - Wait 15 seconds, ensure 4 beeps are heard. If not, repeat the procedure from the start. 5. If 2 remotes are required: - Press any button twice on the first remote. - A single beep should be heard. - Press any button twice on the second remote. - A single beep should be heard. - Wait 15 seconds, ensure 4 beeps are heard. If not, repeat the procedure from the start. 6. If 3 remotes are required: - Press any button twice on the first remote. - A single beep should be heard. - Press any button twice on the second remote. - A single beep should be heard. - Press any button twice on the third remote. - A double beep should be heard. If not, repeat the procedure from the start. Notes: a. A maximum of 3 remotes can be programmed. b. Any existing remotes will need re-programming Procedure 2 (99 to 00) 1. Close all doors. 2. Open drivers door. 3. The following steps must be completed within 140 seconds - Insert ignition key & turn ON & back to LOCK position. Remove key. - Repeat 3 times. - Press & release driver’s courtesy light switch 3 times. - A single beep should be heard. If not, wait 220 seconds and repeat procedure starting with the driver’s door open. 4. If only 1 remote is required: - Press any button twice. - A single beep should be heard. - Wait 150seconds, ensure 4 beeps are heard. If not, repeat the procedure from the start. 5. If 2 remotes are required: - Press any button twice on the first remote. - A single beep should be heard. - Press any button twice on the second remote. - A single beep should be heard. - Wait 10 seconds, ensure 4 beeps are heard. If not, repeat the procedure from the start. 6. If 3 remotes are required: - Press any button twice on the first remote. - A single beep should be heard. - Press any button twice on the second remote. - A single beep should be heard. - Press any button twice on the third remote. - A double beep should be heard. If not, repeat the procedure from the start. Notes: a. A maximum of 3 remotes can be programmed. b. Any existing remotes will need re-programming
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 REMOTE PROGRAMMING
 B Series (95 to 97) 1. Insert ignition key 2. Within 10 secs, turn from ON & OFF 5 times ending in the ON position. 3. Ensure doors lock & unlock to confirm programming mode is active. 4. If not repeat steps 1-3. 5. Press any button of each remote once. 6. Ensure doors lock & unlock after each remote is pressed. If not wait a few secs and press the remote button again 7. Switch ignition OFF or wait 5 mins to exit programming mode 8. Ensure doors lock & unlock to confirm programming. Notes: a. A maximum of 4 remotes can be programmed. b. Any existing remotes will need re-programming B Series (98 to 06) 1. Insert ignition key 2. Within 10 secs, turn from ON & OFF 8 times ending in the ON position. 3. Ensure doors lock & unlock to confirm programming mode is active. 4. If not repeat steps 1-3. 5. Within 20 sec, press any button of each remote twice. 6. Ensure doors lock & unlock after each remote is pressed. If not wait a few secs and press the remote button again 7. Switch ignition OFF or wait 20 secs to exit programming mode 8. Ensure doors lock & unlock to confirm programming. Notes: a. A maximum of 4 remotes can be programmed. b. Any existing remotes will need re-programming Millenia (01 to 02) 1. Close all doors. 2. Open drivers door. 3. The following steps must be completed within 24 seconds - Insert ignition key & turn ON & back to LOCK position. Remove key. - Press & release driver’s courtesy light switch 3 times. - Ensure doors lock & unlock. If not, wait 40 sec & repeat procedure starting with the driver’s door open. 4. Press any button of each remote twice. 5. Ensure doors lock & unlock after each remote is pressed. If not: - Press & release driver’s courtesy light switch once. - Ensure doors lock & unlock twice. - Repeat procedure starting with driver’s door already open. MPV (94 to 95) Procedure 1. Switch ignition ON. 2. Press reset switch on central locking timer control for min of 3 sec. 3. Ensure doors lock & unlock. 4. Press either remote button twice. 5. Ensure doors lock & unlock once. If not press remote again. 6. If doors lock & unlock twice repeat complete procedure. 7. If a second remote is required repeat step 4-6 within 15 sec. If only one remote is required then wait 15 sec. 8. Ensure doors lock & unlock twice. If only once, repeat complete procedure. 9. Switch ignition off & remove key. Notes: a. Any existing remotes will need re-programming
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 REMOTE PROGRAMMING
 MPV (96 to 99) Procedure 1 (96 to 97) 1. Close all doors. 2. Open drivers door. 3. The following steps must be completed within 30 seconds - Insert ignition key & turn ON & back to LOCK position. Remove key. - Repeat 3 times. - Press & release driver’s courtesy light switch 3 times. - A single beep should be heard. If not, wait 30 sec & repeat procedure 4. The following steps should be completed within 5 seconds. - Press any button on each remote twice. - A single beep should be heard after each button is pressed. - If not, wait 5 sec and repeat procedure from the start. - Wait 5 seconds, ensure 4 beeps are heard. If not, repeat the procedure from the start. Procedure 1 (98) 1. Close all doors. 2. Open drivers door. 3. The following steps must be completed within 30 seconds - Insert ignition key & turn ON & back to LOCK position. Remove key. - Repeat 3 times. - Press & release driver’s courtesy light switch 3 times. - A single beep should be heard. If not, wait 40 sec & repeat procedure 4. Press any button on the first remote twice. 5. A single beep should be heard. 4. If only 1 remote is required: - Press any button 3 times. - A single beep should be heard. 5. If 2 remotes are required: - Press any button twice on the first remote. - A single beep should be heard. - Press any button once on the second remote. - A single beep should be heard. 6. If 3 remotes are required: - Press any button once on each remote. - A single beep should be heard after each press. 7. System will exit programming mode once all three memory locations are programmed. Notes: a. A maximum of 3 remotes can be programmed. b. Any existing remotes will need re-programming MPV (00 to 06) MX-5 Miata (01 to 06) Protégé (99 to 03) Protégé5 (02 to 03) 1. Close all doors. 2. Open drivers door. 3. The following steps must be completed within 140 seconds - Insert ignition key & turn ON & back to LOCK position. Remove key. - Repeat 3 times. - Press & release driver’s courtesy light switch 3 times. - A single beep should be heard. If not, wait 40 seconds and repeat procedure starting with the driver’s door open. 4. Press any button on each remote twice. 5. Ensure doors lock & unlock after each remote is pressed. If not: - Press & release driver’s courtesy light switch once. - Ensure doors lock & unlock twice. - Repeat procedure starting with driver’s door already open.
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 REMOTE PROGRAMMING
 Tribute (01 to 06) 1. Insert ignition key 2. Within 10 secs, turn from ON & OFF 8 times ending in the ON position. 3. Ensure doors lock & unlock to confirm programming mode is active. 4. Within 7.5 seconds - Press any button on the first remote. - Ensure doors lock & Unlock. 5. Within 7.5 seconds - Press any button on the second remote. - Ensure doors lock & Unlock. 6. Within 7.5 seconds - Press any button on the third remote. - Ensure doors lock & Unlock. 7. Within 7.5 seconds - Press any button on the fourth remote. - Ensure doors lock & Unlock. 8. If not wait a few sec and press remote again. 9. Wait 5 mins or switch off ignition to exit programming mode. 10. Ensure doors Lock & Unlock as confirmation of correct programming. Notes: a. A maximum of 4 remotes can be programmed. b. Any existing remotes will need re-programming Mazda 5 1. Max number of remotes is three. 2. Remove key 3. Close all doors 4. Open drivers door 5. Turn ignition ON and OFF three times 6. Close and open drivers door three times 7. Doors should lock and unlock 8. Press UNLOCK on each transmitter to be coded 9. Ensure doors lock and unlock after each remote is pressed - if not press and release the courteousy light switch
 and repeat button press. Mazda 2 (possibly Mazda 3 as well) 1. Open the driver’s door. 2. Lock and unlock doors using the switch in the centre console – (all doors MUST be unlocked) 3. Switch Ignition ON & back to the OFF position quickly 3 times, finish with the key in the OFF position & the leave the key in the ignition. 4. Now close and open the driver’s door 3 times and on the 3rd time leave the door open. You should hear all doors lock and unlock – you now have twenty seconds to complete the following. 5. Now press the lock button twice on the remote key in the ignition (the door locks should respond) 6. Now click the lock button twice on any new remote (the door locks should respond) 7. Remove the key from the ignition to end the programming session. If it did not work, check the part number of the keys and wait two minutes before restarting the procedure from the beginning Mazda 3 1. Insert key into ignition 2. Close and open driver's door 3. Turn ignition on and off 3 times 4. Do not remove the key 5. Open and close the driver’s door 3 times and leave it open 6. Door locks will cycle 7. Press the remote button 2 times 8. Door locks will cycle 9. Repeat above for additional remotes
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                                Mazda 323 Instruciones - Amazon Web Services · Title: Mazda 323 Instruciones.tif Author: TBM Created Date: 3/19/2006 5:33:52 PM

                            

                                                    
                                Manual rio Mazda 323 Instruciones

                            

                                                    
                                Mazda Motor Corporation fileThank you for choosing a Xedos 6. To help ensure the enjoyable and trouble-free operation of your new Xedos 6, we urge you to read this manual carefully

                            

                                                    
                                Adjustment Data MAZDA - 323 - 1.8i 16V - BP
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                                Sam Naprawiam Mazda 323 IV 1989-1994 Pl
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                                Ersatzteilkatalog für Mazda - · PDF file11305 Antriebswellengelenk Mazda 323 BA 1800, mit ABS-Ring F03725500 € 85,00 11401 Antriebswellengelenk Mazda 323 BJ 1,3 + 1,5, mit ABS-Ring

                            

                                                    
                                MAZDA 323 1980-1985 - PTC Thailandptcthailand.com/catalogue/suspension/Mazda rubber parts.pdf · B001-34-460 Lower Arm Bushing MAZDA 323 XG, 323 GLX B001-34-460

                            

                                                    
                                MAZDA 323  1990-1994_Circuit Digram
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                                Digital Adrenaline For Your Mazda 323 1

                            

                                                    
                                MAZDA 323, MAZDA Familia, MAZDA Lantis, · C.20090907.503-1034 instructions MAZDA 323, 4-dr Sedan, 95-97 MAZDA Familia, 4-dr Sedan, 95-97 MAZDA Lantis, 4-dr Sedan, 95-97 Kit 1034
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